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Save time and money. 
Before you call for service, 
use the Problem Solver. 
-back cover 


Get Acquainted with 
Your Refrigerator 


1. Temperature controls 
2. Rollers (behind grille) | 


3. Defrost water pan 
(behind grille) 


4. Rating plate—record 
model and serial numbers 
here for future reference. 


Model # 
Serial # 
Do not remove rating plate. 


Energy-Saving Tips 


e Location of your refrigerator is important. Try not to 
locate it next to your range, a heating vent or where 
sun will shine directly on it. 


e Don't open doors more often than necessary. 


e Close the doors as soon as possible, particularly in 
hot, humid weather. 


e Be sure the doors are closed tightly. Before leaving 
the house or retiring for the night, check to be sure 
doors haven't been left ajar inadvertently. 


e Store only those foods requiring refrigeration in 
your refrigerator. 


e Wipe all moisture from bottles and cartons before 
putting them in the refrigerator. 


e Keep all foods covered to reduce moisture buildup 
inside the refrigerator. 


e Don't waste ice cubes by letting many melt while 
using only a few. 


e If you turn controls to coldest position for quick 
chilling or freezing, be sure to turn them back to 
normal setting. 


e Don’t overcrowd your refrigerator. Overcrowding 
can require extra electrical energy to keep every- 
thing cool. 


—~* 


e ‘Unolog your refrigerator: 


A. Before making any epae be We a | 
recommend that any servicing be pees’ by 


_—=«B. Before earn  ~—re—e : 
C. Before replacing, a burned: out ant bulb, the : _ 


_ remove power io the light circuit. — — 
elf your old refrigerator is still around the — _ 


but not in use, be sure to remove the doors. This _ 
_ will reduce the possibility of danger to children. 


 e Don't refreeze frozen foods which have thawed _ 


L / completely. The United States Department of Agri- 
ols in Home and Garden Bulletin No. 69 says 


..You may safely refreeze frozen foods that have thawed if they e 


1e _ still contain ice crystals or if they are still cold—below 40°F. 
—r— and have been held no longer than 1 or 2 days atrefrig- 
erator temperature after thaw me general, Hato as safe to _ 

dg Cal, tissaietofreeze, = _ _ 


‘Thawed ground meats, poultry, or fish that have any off. -oor 7 


. off-color should not be refrozen and should not be eaten. 


| Thawed ice cream should be discarded. If the odor or color of - 


matic rs any food is so or ee ble, get rid of it. ‘The food may be 


races reduce the eating quality - 
getables, and prepared foods. The 


_ ating quality of red meats is affected less than that of many 
other foods. Use refrozen foods as soon as oe to save as _ 
- = of their eatin /qualit _ : 


Location 

Do not install your refrigerator 
where the temperature will go be- 
low 60°F. (16°C.) because it will 
not run frequently enough to main- 
tain proper temperatures. 


Be sure to install it directly on a 
floor that is strong enough to sup- 
port a fully loaded refrigerator. 


For proper ventilation, the skid 
boards must be removed and the 
refrigerator must be on the floor. 
Do not use an open top platform. 


Clearances 


Installation 


Rollers 

Adjustable rollers, which enable 
you to move your refrigerator 
away from the wall for cleaning, 
are located behind the base grille. 
These rollers should be set so that 
the refrigerator is firmly positioned 
on the floor and the front is raised 
just enough that the doors close 
easily when opened about halfway. 
Specially designed door hinges lift 
both doors slightly when opened. 
The force of gravity then helps 
close the doors automatically. 


To adjust rollers: 


Roller Adjusting Screw — 
turn clockwise to raise, © 
counterclockwise to lower. 
Use adjustable wrench— 


3/8" (9.5 mm) bolt—or pliers. 


Turn roller adjusting screws clock- 
wise to raise refrigerator, counter- 
clockwise to lower it. 


When adjusting front rollers for 
proper door closure, it is recom- 
mended that the bottom front edge 
of the cabinet be approximately 
5/8 inch (16 mm) from the floor. 


Allow 5/8 inch (16 mm) at each 
side, 1 inch (25 mm) over top and 
1 inch (25 mm) at rear for ease of 
installation, proper air circulation, 
plumbing and electrical connec- 
tions. Allow 3/4 inch (19 mm) at 
each side for door clearance. 


Water Supply 

There should be sufficient tubing 
for the icemaker from the cold 
water supply to allow you to move 
the refrigerator out from the wall 
several feet (approximately 3 
coils of 1/4 inch (6.385 mm) copper 
tubing that measure at least 10 


inches (250 mm) in diameter). straight out. 


Remove the base grille by grasp- 
ing it at the bottom and pulling it 


To replace base grille: 


STRAIGHT 
OUT 


To replace base grille, align prongs 
on back of grille with clamps in 
cabinet and gently push forward 
until grille snaps into place. 


Vacation? 


If you shut off power to the refrigerator for extended 
vacations, remove food and clean interior with baking 
soda solution using one tablespoon (15 ml) of baking 
soda per each. quart (950 ml) of water. Wipe dry. To 
prevent formation of odor, place open box of soda 
in refrigerator and leave doors open. 


If you leave for shorter absences, remove perishable 
foods and leave temperature controls at normal set- 
tings. If, however, room temperature is expected to go 
below 60°F. (16°C.), turn numbered control to OFF, 
remove plug from wall receptacle, remove food, clean 
interior, and leave the doors open. 


What to do about your icemaker— move the icemaker 
manual switch to OFF position and be sure to shut 
off water supply to icemaker. Ilcemaker manual switch 
is near front of icemaker (see page 4). 


Moving? 


Disconnect the power cord from the wall receptacle. 


Remove all foods and clean the interior. 


Loose items should be protected or secured with 
tape—items such as grille, shelves, storage pans, ice 
storage bucket, covers and removable parts. This pre- 
vents their coming loose and causing damage. 


When transporting, your refrigerator must be kept in 
an upright position. And, because it is on rollers, 
be sure it is properly secured in the moving van to 
prevent rolling and damage. 


Handle with care; exterior of refrigerator should be 
protected with blanket covering. 
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TEMPERATURE CONTROLS 


Your refrigerator has two controls that let you regulate the 
temperature in the fresh food and freezer compartments. 


INITIALLY, set the FRESH FOOD control at 
5 and the FREEZER Control at C. 


FREEZER 


For colder or warmer temperatures, adjust 
the desired compartment control one letter 
or number at a time. 


IMPORTANT 


When initially setting the controls or when 
adjusting them, allow 24 hours for the 
temperatures to stabilize. 


Note: Turning the fresh food control to 
“OFF” turns off BOTH compartments— 
fresh food AND freezer. 


Temperature Guide 


If you turn your household thermostat down to 60° 
(16°C.) each evening, you may find it desirable to 
turn your lettered control to colder setting by one 
letter, such as from “C” to “D” and leave it at this 
setting during the entire period that you are setting 
the household thermostat down each evening. The 
numbered setting will not likely need to be changed; 
however, if you experience freezing in Fresh Food 
compartment, you could set the numbered control 
one number warmer—such as “5” to “4.” 


If a container of milk is too warm or too cold to your 
preference after being on top shelf in Fresh Food 
compartment for a day, adjust Temperature Controls 
accordingly. 


When Fresh Food compartment temperature is satis- 
factory, make the ice cream test. If ice cream remains 
firm to the touch after being in Freezer compartment 
for a day, Temperature Controls are at proper setting. 
lf the ice cream’s firmness is not to your liking, adjust 
controls accordingly. 


C INITIAL SETTING 
E COLDEST 


INITIAL SETTING 5 
COLDEST 9 


FRESH FOOD 


TEMPERATURE CONTROLS 
-ALLOW 24 HOURS ‘FOR TEMPERATURES TO STABILIZE 


Check a day after resetting either control to make 
sure the new setting is providing the temperature 
you desire. 

If you advance controls for faster ice service or to 


freeze a large amount of food, be sure to reset the 
controls to their previous settings within a day. 


AUTOMATIC 
ENERGY SAVER SYSTEM 


You won't find an “energy saver’ switch on this 
refrigerator. 


Warm liquid from the refrigerators condenser is 
automatically circulated around the front edge of the 
freezer compartment to help keep moisture from 
forming on the outside of the refrigerator during 
humid weather. 


Many refrigerators use special electric heaters; 
this refrigerator needs none. (That's why there's no 
“energy saver’ switch on this refrigerator....there's 
no need for it!) 
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Freezer Compartment 
CUSTOM ICE AND CHILLED WATER DISPENSER 


Water flows from household supply 
through dual solenoid valve (1) to 
water reservoir (2) and to automatic 
icemaker 3) as needed. Water is frozen 
in cube mold (4) and ejected into stor- 
age bin (5) where a motor-powered 
auger moves cubes forward to dis- 
pensing unit. Cubes or crushed ice, as 
selected, dispense through chute in 
door when cradle is pressed. Chilled 
water from reservoir flows through 
tubing in door (6) and is dispensed 
when cradle is pressed. Light switch 
(7) turns night light in the dispenser 
on or Off. 


Ice access 


Icemaker 


Manual switch 


storage 
bin 


Before Using 
Your Icemaker and 
Dispenser... 


If refrigerator is operated before water 
connection is made, keep manual ice- 
maker switch in the OFF position. 


When water supply has been con- 
nected to icemaker: 


e Raise access door to ice bin and 
turn manual switch to ON position. 


e Depress water dispenser cradle for 
about two minutes to remove trapped 
air from water line and to fill water 
reservoir automatically. 


e Set selector switch on front of freezer 
door-io CUBES or CRUSHEDICE. 


Ice cube mold automatically fills with 
water after cooling to freezing temper- 
ature, and first cubes normally freeze 
after several hours. 


Note: With a newly-installed refrigerator, 
allow about 24 hours for freezer to cool 
down to proper icemaking temperature. 


Once Your icemaker 
is In Operation... 


Throw away the first few batches of ice 
cubes. This will flush away any impur- 
ities in the water line. 


Do the same thing after vacations or 
extended periods when ice isn't used. 


Empty ice storage container period- 
ically and wash it in lukewarm water. 


If ice clumps form in the 
storage container: 


The icemaker ejects cubes in groups 
of five, and it is normal for several 
cubes to be joined together. However, 
infrequent usage of ice can cause ice 
clumps to form in the storage bin, _- 
resulting in temporary malfunction of 
the dispenser mechanism. 


If this happens: 


\-_ a 


e Remove storage bin from freezer 
compartment. 

e Rotate coil one full turn and discard 
clumps. 

e Replace bin before remaining cubes 
melt and fuse together. 


Turn manual icemaker switch 
to OFF position: 


e if home water supply is to be turned 
off for several hours. 


e when ice storage bin is to be re- 
moved for a period of time. 


e before going away on vacation, at 
which time you should also turn off 
the valve in the water supply line to 
your refrigerator. : | 


When a large supply of ice 
will be needed: | _ 


Make an extra supply ahead of time. 
Empty bin, put cubes in plastic bags 
or containers and store in the freezer 
compartment until the bin refills. 


If this is your first icemaker: 


You'll hear occasional sounds that 
may be unfamiliar. They are normal 
ice-making sounds and are not cause 
for concern. 


To Dispense Ice... 


e Set selector switch to your choice of 
CUBES or CRUSHED ICE. 


e Grip glassware firmly near rim and 
press gently but firmly against the 
rubber-cushioned cradle. Container 
must be below the chute. 


To stop dispensing, release pressure 
from cradle, withdrawing slowly to 
catch last bits of ice. 


When set for CRUSHED ICE, cubes will be channeled through ice crushing 


mechanism before being dispensed. 


When changing from CUBES to CRUSHED ICE, expect a slight delay before 


new operation begins. 


When changing from CRUSHED ICE to CUBES, the next glassful may receive 
a bit of crushed ice. (This may also happen if irregular sized cubes or ice chips 


are in the storage bin.) 


When dispensing crushed ice, some 
slight dripping may follow. Excessive 
spills should be wiped dry immediately. 


Both spill shelf and grille should be 
cleaned regularly. Water deposits can 
be removed by following cleaning in- 
structions on page 9. 


To Dispense Water... 


Press glass gently but firmly against 
the water dispenser cradle. 


To stop flow, release pressure from 
the cradle, withdrawing slowly tocatch 
last drops. Some slight dripping may 
occur after glass is removed. 


Do not pour water in the spill shelf 
grille—pour it in the kitchen sink. 


The water system provides approximately six 
Successive 8-ounce glassfuls — after which, time 
must be allowed for replenished water reservoir 
Supply to cool. It is not likely that you will drain 
all the chilled water from the reservoir on a single 
occasion. 


For colder water, simply add crushed ice or cubes before dispensing water. 


To Remove ice Cube Storage Container... 


: * 2. 

Press up Then pull 

on tab container 

under the straight 

container, out while 
supporting 
it at front 
and rear. 
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-MULTI-POSITION 


SHELVES 


Shelf supports at various levels in 
the freezer compartment let you 
reposition the shelves from time to 
time to better accommodate your 
variable inventory of frozen foods. 


To reposition shelves: 


1. While pressing tabs on shelf 
supports on right wall, lift shelf out 
of grooves in supports. 


2. Pull shelf sideways until shelf 
rods come out of holes on left wall. 


3. Select desired shelf height and 
insert shelf rods into holes on left 
wall. If shelf supports at desired 
level on right wall have tabs, !ower 
shelf into grooves on support while 
pressing tabs. Be sure shelf wire 
is fully inserted into grooves. 


lf shelf supports at desired level on 
right wall do not have tabs, merely 
lower shelf into place on supports. 
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Fresh Food Compartment 


ADJUSTABLE 
SHELVES 


Shelves in the fresh food compart- 
ment are adjustable, enabling you to 
make efficient shelf arrangements to 
fit your family’s food storage needs. 


[2] 


ff Lift up and out |]!} Titt up® 


o- 


To remove shelves: Tilt shelf up 
at front, then lift it up and out of 
tracks on rear wall of refrigerator. 


Engage top lugo| 


[2] 


Lower to lock 
into plac 


To replace shelves: Select desired 
shelf height. With shelf front raised 
slightly, engage top lugs in tracks 
at rear of cabinet. Then lower front 
of shelf until it locks into position. 


PORTA-BINS 


Adjustable Porta-Bins on the fresh 
food compartment door can easily 
be carried from refrigerator to work 
area. A dozen eggs in their original 
carton will fit securely in a Porta-Bin. 


7 G@@=iag”! few aw Ge Gel ae Ga 


To remove: Lift Porta-Bin straight 
up until mounting hooks disengage. 


To relocate: Select desired shelf 

height, engage Porta-Bin’s hooks in 
slots on the tracks of the door, and 
oush in. Porta-Bin will lock in place. 


SEALED 
SNACK PACK 


i 
i 
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The Sealed Snack Pack—and glass 
shelf to which it is attached—can 
be relocated within the fresh food 
compartment. The sealed drawer 
retains high humidity for convenient 
storage of unwrapped meats and 
cheese, bacon, hors d'oeuvres, 
spreads and snacks. 


GENERAL ELECTRIC FOOD SAVER SYSTEM 


__MOIST'N FRESH "MOISTNFRESH MOIST N FRESH 


ZAIN MTN 


Fain ——WMoist'n Fresh 
drawer — 
close tightly 


Moist’n Fresh 
drawer— 
close tightly ——+|= 


= =4~— Cool'n Fresh 
drawer — 
Convertible ==: do not force 
Meat Keeper = tightly closed 
— 
MOIST’N FRESH COOL’N FRESH CONVERTIBLE 
DRAWERS DRAWER MEAT KEEPER 


The two top drawers aredesignedto Thelower right drawer is designed The “Meats or Vegetables’ drawer 
keep unwrapped foods fresh longer _ to provide lower humidity storage has its own cold air duct to allowa 


by retaining the natural moisture for items such as: stream of cold air from the freezer 
content of foods such as: ¢ Apples *Nectarines * Raspberries compartment to flow around the 
e Artichokes —« Cherries ¢ Plums e Apricots ¢ Oranges °SummerSquash drawer. 
¢ Asparagus ¢ Corn e Radishes e Grapes e Peaches ¢ Strawberries : 
¢ Beets, topped » Currants ¢ Rhubarb e Mushrooms ¢ Pears ¢ Tangerines The variable temperature control 
¢ Blueberries  »° Greens, leafy »* Spinach regulates the air flow from the 
° Carrots ¢ Lettuce © Tomatoes, freezer compartment. 
° Celery e Parsley ripe 
° Peas, green ee 
As in any refrigerated storage area, S ————— 
it is recommended that odorous =E 
foods be stored wrapped—foods = 
~ suchas: ‘Ee - 
¢ Broccoli ¢ Cabbage ¢ Parsnips | ae 
¢ Brussels ° Cauliflower  ¢ Turnips S) Ee 
Sprouts ¢ Green Onions : a 


Storage time will depend upon the 
type of food and its condition when 


placed in the drawer. Set control lever to MEAT—the 


coldest setting—to store fresh 


Excess water which may accumulate meats. If lever is left in meat position 
in the bottom of the Moist’n Fresh for along period of time, some frost 
drawers should be poured out and may form on the inside of the drawer. 
the drawers wiped dry. Set control lever to VEG to convert 
The Moist’n Fresh drawers are the drawer to normal refrigerator 
partially sealed by gaskets attached temperature and provide extra 

to the covers at the front and back vegetable storage space. Cold air 
edges. Always replace them in these duct is turned off. 

covers and push the drawers all the Variable settings between these 

way in. 


extremes can be selected. 
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Unfrozen Meats, Fish, Poultry 


Meats, fish and poultry purchased 
from the store vary in quality and age; 
consequently, safe storage time in 
your refrigerator will vary. 


e Always remove store wrappings. 


e Rewrap in foil, film or wax paper and 
refrigerate immediately. 


To help maintain efficient operation, always cover 
liquids with foil, film, or wax paper. Do not put 
large amounts of uncovered water or liquids in 
fresh food or freezer compartment. Uncovered 
liquids will cause excessive frost, poor temper- 
ature performance and long running times. 


Vegetables 


Vegetable drawers have been spe- 
cially designed to preserve natural 
moisture and freshness of produce. 


e Crispness can be maintained by cov- 
ering vegetables with a moist towel. 


e As a further aid to freshness, pre- 
packaged vegetables can be stored 
in their original wrapping. 


ice Cream 


‘Fine-quality ice cream, with high cream 
content, will normally require slightly 
lower temperatures than more “airy” 
already-packaged brands with low 
cream content. 


e It will be necessary to experiment to 
determine the location in the freezer 
and the control dial setting to keep 
your favorite ice cream at the right 
serving temperature. 


e Also, the rear of the freezer is slightly 
colder than the front. 


Cheese 


Wrap cheese well with wax paper, 
aluminum foil or put in a plastic bag. 


Food Storage 


e Carefully wrap to expel air and pre- Suggested Freezer Storage 


vent mold. Times (other than for meats & poultry) 
e Store pre-packaged cheese in its 


own wrapping if you wish a tee 
Fatty fish, rolls and breads, : 
Suggested Storage Times— soups, stew, casseroles... ..... .2-3 months 
Meat and Poultr Cakes, pies, sandwiches, 
y left-overs (cooked), 
IN IN Ice cream (original carton)... ....1 month max. 
REFRIGERATOR FREEZER 
lity d 35 0 40 F oor 
Eating quality drops © to 40°F. OF. . : 
after time shown (2° to 49°C.)  (—18°C.) Tips on Freezing Foods 
DAYS MONTHS There are three essential require- 
Fresh Meats ments for efficient home freezing. 
Roasts (BeefandLamb).... 3to5 - 6tol2 
Roasts (Pork and Veal)..... 3tod 4 to 8 1. Initial quality. Freeze only top- 
te ee . Feet eae ae : “ - quality foods. Freezing retains quality 
Pusat iPods RR 2t04 and flavor; it cannot improve quality. 
regen iaee Meals ; - ; : . : 2. Speed. The quicker fruits and vege- 
Saucage (Parks: Se ag? 1 to 2 tables are frozen after picking, the 
p d Meat better the frozen product will be. You'll 
rocesse s save time, too, because less culling 
Bacon......... / | and sorting will be necessary. 
Frammiuriers ee eT % 
Ham a ey ee ; ; : pie 3. Proper packaging. Use food wraps 
a Se a 7 - ri ae designed especially for freezing: 
F icheon Meats. | | 2 , | : : 3 to 5 Freezing they're readily available in a wide 
Sausage (Smoked)...... ee notrecom. Selection at your favorite store. 
Sausage (Dryand Semi-Dry) 14 to 21 mended. 
— os seed To Freeze Meat, Fish, Poultry 
Meat Dishes.......... 3to4 2 to 3 Wrap well in freezer-weight foil (or 
Gravy and Meat Broth..... 1 to2 2t03 other heavy-duty wrapping material), 
Fresh | forming it carefully to the shape of the 
ie a (Whole) 1 to 2 12 contents. This expels air. Fold and 
iene sors 1 to 2 9 crimp ends of the package to provide 
Turkey (Pieces) . eee 6 a good, lasting seal. Don't refreeze 
Duck and Goose (Whole)... 1 to 2 6 meat that has completely thawed; 
Gi EZ 3 meat, whether raw or cooked, can be 
Cooked Poultry frozen successfully only once. 
Pieces (Covered with Broth) 1 to 2 eee : 
Pieces (Hob eavered) <3 to 4 Limit freezing of fresh (unfrozen) 


Cooked Poultry Dishes. .... 
Fried Chick@n. -.- .. -s 3104 


6 
3 to 4 ! to 6 meats or seafoods to 26 pounds (11.8 
4 Kg) at a time. 
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Cleaning Your Refrigerator 


OUTSIDE 


Cabinet Exterior 


The steel exterior is coated with ahigh 
quality baked-on finish. However, with- 
out proper care, degradation of this 
finish can occur and permit rust spots 
to form on the outside. 


To keep your refrigerator new-looking 
and provide protection | ,.,.,.,., 
for the exterior paint ¢ 
finish, apply acoatof - 
appliance polish wax 
when the refrigerator = 
is new and then at ~ 
least twice a year. 2 


~Proper care of the paint finish will help 
maintain the new look and provide 
protection against rusting. If the ex- 
terior should become soiled, wipe it 
off with a clean cloth lightly dampened 
with appliance polish or mild house- 
hold detergent. Use ac/ean, soft cloth 
to dry and polish the cleaned surface. 
DO NOT wipe refrigerator with a soiled 
dishwashing cloth or a wet towel. 


Water-and-ice dispenser spill shelf 
should be wiped dry immediately if 
excessive spills occur. Water allowed 
to remain on shelf may leave deposits 
removable by soaking with a mixture 
of one teaspoon (5 ml) of a non-pre- 
cipitating water softening compound 
(such as Calgon brand) or citric acid 
powder per pint (475 ml) of hot tap 
water or undiluted vinegar. Soak until 
deposit disappears or becomes loose 
enough to rinse away. Usually 30 min- 
utes soaking time is adequate. 


Side door irim—clean only with polish 
suitable for appliances or with a mild 
household detergent. Abrasive clean- 
ers used for metals should be avoided 
to prevent dulling the trim. 


Behind Refrigerator 


Care should be taken in moving your 
refrigerator away from the wall. All 
types of floor coverings can be dam- 
aged, particularly cushioned cover- 
ings and those with embossed sur- 
faces. Pull the refrigerator straight 
out and return to position by pushing 
straight in. Moving your refrigerator 
in a side direction may result in damage 
to your floor covering or refrigerator. 


Defrost Water Pan 


Pan located behind base grille should 
be cleaned at least once a year. When 


Condenser 


For most efficient operation, remove 
the base grille (see page 2) and remove 
the defrost water pan. Then either 
Sweep away or | 
vacuum up dust 
that is readily 
accessible. This 
easy cleaning 
operation should 
be done at least 
once a year. 


“= Condenser 


INSIDE 


Clean both fresh food and freezer 
compartments at least once a year. It 
is recommended that the refrigerator 
be unplugged before cleaning. If this 
is not practical, wring excess mois- 
ture out of sponge or cloth when 
cleaning in the vicinity of switches. 
lights or controls. 


Use warm water and baking soda 
solution—about a tablespoon (15 ml) 
of baking soda to a quart (950 ml) of 
water. Rinse thoroughly with water 
and wipe dry. Follow this same proce- 
dure for cleaning door gaskets, vege- 
table and meat drawers, and all plastic 
parts. Wash ice storage bucket in 
lukewarm water only. DO NOT use 
cleansing powders or other abrasive 
substances. 


Drain Opening in 
Freezer Compartment 


During yearly cleaning, remove bot- 
tom freezer basket and pour asolution 
of baking soda—one teaspoon (5 ml) 
and one pint (450ml) of warm (not 
boiling) water—into the drain opening 
at the bottom rear of the freezer com- 
partment. This will help eliminate odor 
and reduce clogging of the drain line 
to the defrost water pan. Then empty 
and clean the defrost water pan and 
replace it. 


Storage Drawers 


Slide-out drawers at bottom of fresh 
food compartment can usually be re- 
moved by tilting up slightly and pulling 
past ‘stop’ location. 


To remove drawers when the fresh 
food compartment door cannot be 
opened fully: 


1. Pull upper left drawer straight out. 


2. Lift upper left drawer cover up and 
pull it out. 


3. Slide upper right drawer and cover 
to the left. 


4. Pull “Meats or Vegetables’ drawer 
straight out; then lift its cover and re- 
move it. 


5. Slide bottom right drawer and cover 
to the left and remove them. 


After cleaning, simply replace in re- 
verse order, making sure grooves at 
rear of covers engage supporting rods 
at rear of refrigerator. 


“Meats or Vegetables” drawer must be 
returned to the lower left position. 


Part No. 468017P05 


Automatic icemaker does 

not function 

@ ON-OFF control in OFF. 
position. 

@ Water supply turned off or not 
connected. 

@ Freezer compartment 
too warm. 

@® Cubes too small—water 
shut-off valve connecting 
refrigerator to home water 
line may be clogged. 

Refrigerator does not operate 

@ May be in defrost cycle when 
motor does not operate for 20 
minutes. 

® Temperature control in OFF 
position. 

@ If interior light is not on, refrig- 
erator may not be plugged in 
at wall receptacle. 

@ |f plug is secure and refriger- 
ator still fails to operate, pluga 
lamp orasmall appliance into 
the same outlet to determine 
if there is a tripped circuit 
breaker or burned out fuse. 

Motor operates for long periods 

@ Modern refrigerators with 
more storage space anda 
larger freezer compartment 
require more operating time. 

@ Normal when refrigerator is 
first delivered to your home— 
usually requires 24 hours to 
completely cool down. 

@ Large amounts of food placed 
in refrigerator to be cooled 
or frozen. 

@ Hot weather—frequent door 
openings. 

@ Door left open. 

@ Temperature controls are set 
too cold. Refer to page 3. 

@ Grille and condenser need 
cleaning. Refer to page 8. 

® Check ENERGY SAVING 
TIPS opposite page 1. 

Motor starts & stops frequently 

@ Temperature control starts 
and stops motor to maintain 
even temperatures. 

Operating sounds 

@ Normal fan air flow—one fan 
blows cold air through the 
refrigerator and freezer com- 
partments—another fan cools 
the compressor motor. 

@ The high speed compressor 
motor required to maintain 
near zero temperatures inthe 
large freezer compartment may 
produce higher sound levels 
than your old refrigerator. 


The Problem Solver 


Save time and money...before you call for service, check the following: 


@ These NORMAL sounds will 
also be heard from time to time: 
e Defrost timer switch clicks 
at defrost. 
Defrost water dripping into 
drain pan. 
Temperature control clicks 
ON or OFF. 
Refrigerant boiling or 
gurgling. ; 
Cracking or popping of 
cooling coils caused by 
expansion and contraction 
during defrost and refrig- 
eration following defrost. 
With automatic icemaker, 
the sound of cubes drop- 
ing into the bucket and 
water running in pipes as 
icemaker refills. 


Vibration or rattling 

e |f refrigerator vibrates, more 
than likely all four rollers are 
not resting solidly on the 
floor and front roller screws 
need adjusting or floor is 
weak or uneven. Refer to 
INSTALLATION on page 2. 

@ if dishes vibrate on shelves, 
try moving them. Slight 
vibration is normal. 

@ Defrost water pan rattling, 
needs to be positioned 
properly. 


Divider between fresh food and 

freezer compartments feels warm 

@ Normal warmth is created 
by automatic energy saver 
system circu- 
lating warm 
liquid around 
front edge of 
freezer com- 
partment to 
nelp prevent 
condensation 
on outside of 
refrigerator 
in hot, humid 
weather. 


Fresh food or freezer 

temperature too warm 

@ Temperature control not set 
cold enough. Refer to page 3. 


_ @ Warm weather—frequent 


door openings. 

@ Door left open for long 
periods. 

@ Package may be holding 
door open. 


Foods dry out 
@ Packages not covered, 
wrapped or sealed properly. 


Frost on frozen food : 

@ Door may have been left ajar 
or package holding door open. 

@ Too frequent and too long 
door openings. 


Slow ice cube freezing 

@ Door may have been left ajar. 

@e Turn temperature of freezer 
compartment colder. 

ice cubes have odor/taste 

@ Old cubes need to be 
discarded. 

@ Ice container needs to be 
emptied and washed. 

e Unsealed, open food in refrig- 
erator and/or freezer compart- 
ments may be transmitting 
odor/taste to ice cubes. 

@ Interior of refrigerator needs 
cleaning. Refer to page 8. 


Water has poor taste/odor 

@ If water dispenser has not been 
used for an extended period, 
dispense water in regular man- 
ner until all water in reservoir is 
replenished with fresh water. 

Water in first glass warm 

@ Allow about 24 hours for 
water to cool to proper 
temperature after refriger- 
ator is first installed. 

® |f water dispenser has not been 
used for extended period, 
water in first glass will not be as 
cool as in succeeding glasses. 

Moisture forms on outside of 

refrigerator 

@ Not unusual during period of 

~high humidity. 

Moisture collects inside 

@® Too frequent and too long 
door openings. 

@ In humid weather air carries 
moisture.wnto refrigerator 
when d@drs are opened. 

Hot air from bottom of 

refrigerator 

@ Normal air flow cooling motor. 
In thesrefrigeration process, 
itis normal that heat be ex- 
pelled in area under refriger- 
ator. Some floor coverings will 
discolor at these norma! and 
safe operating temperatures. 
Your floor covering supplier 
should be consulted if you 
object to this discoloration. 

Water on the floor 

@ Defrost water pan full, 
missing or not in position. 

Refrigerator has odor 

@ Foods with strong odors 
should be tightly covered. 


@ Interior needs cleaning. Refer 
to page 8. 

@e Defrost water pan needs 
cleaning. 

@ Keep box of baking soda in 
refrigerator; replace monthly. 


To replace a light bulb 
In fresh food compartment 
1. Unplug refrigerator. 


2. Turn numbered temperature 
control to OFF and pull off knob. 


Grooved 


Retainer — 
one on each 
side 


3. Pull bottom of light panel 
down about 1/4" (6 mm)—just 
enough to disengage lip at rear 
from grooves in retainers on 
rear wall. 


4. Lift panel to disengage top 
from pins on side walls, and 


-remove panel. 


After replacing with same size 
bulb, reinstall panel (hang top 
on pins; pull bottom down, push 
it back and release it to let lip 
engage grooves in retainers). | 
Reinstall temperature control 
knob in OFF position, turn it 

to previous setting, and plug 

in refrigerator. 


In freezer compartment 


1. Unplug 
refrigerator. 


2. Remove the 
shelf that’s just 
below light 
shield. (Shelf 
will be easier 
to remove if it’s 
emptied first.) | 


3. Pull plastic 
light shield toward you. (It will 


bend to free tabs from grooves.) » 


4. Replace bulb with same size © 
bulb. 


5. Reinstall shield and shelf. 


6. Plug in refrigerator. 


RAPID ELECTRICAL DIAGNOSIS. Your refrigerator is wired for accurate electrical diagnosis 
in your home—takes only minutes to check its entire electrical system. No need to unplug, 


move or unload the refrigerator to make the diagnosis. 


| 
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